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Imenco SeaLED 135 Subsea Light

The Imenco SeaLED 135 is a compact high-output multipurpose LED 
light for ROV / tools and inspection points. Equipped with the latest 
high-quality LED technology and with built in temperature 
protection. The light-output is easy regulated from 0-100% by 
different regulation methods.
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For further information, email

commercial@imenco.com - camera.sales.uk@imenco.com 

6,000 msw and 8,500 
msw versions available.
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Light output (Lumen) Light CRI typ.
Light temperature Light fan angle Front port RegulationStandardconnector Housing
Power requirementsDepth ratings
Dim. 6K / 8,5K (mm) Mass inwater
5.300
82
5,000 Kelvin
> 95°
Acrylic Dome
RS232 /RS485, 0 - 10VDC or Triac MCBH3M- 1506
Titanium 24VDC – max40W
6,000 msw/ 8,500 msw
Ø 79/74 x 180/ Ø97/82 x 200 0,2 / 0,4 Kg

Light output (Lumen) 5.300 
Light CRI typ  82
Light temperature  5,000 Kelvin
Light fan angle  > 95°
Front port  Acrylic Dome
Regulation  RS232 / RS485, 0 - 10VDC or Triac
Standard connector  MCBH3M - 1506
Housing  Titanium
Power requirements  Titanium 24VDC – max 40W
Depth ratings  6,000 msw / 8,500 msw
Dim. 6K / 8,5K (mm) Ø 79/74 x 180 / Ø97/82 x 200 0,2
Mass in water  0,2 / 0,4 Kg




